Installing  Feed  Ribbons

*NOTE: Turn off power to the machine before installation.*

 Always replace with genuine factory feed ribbons



Replacing CMV SHARPER FINISH feed ribbons:

-   So that you have enough ‘slack’ to install the feed ribbons:  Loosen the adjustment bolt on both feed ribbon drive roll bearings, so that the feed ribbon drive roll moves forward towards the machine.
-   Remove the ‘pin’, (or ‘pins’) from the ‘clippers’ of the old feed ribbon(s).  Put the ‘clippers’ of the old feed ribbon and new feed ribbon together, and slide a ‘pin’ in to connect the old and new.  Pull the old feed ribbon through, carefully, until the new feed ribbon is in proper position.  Install the new ‘pins’.
-   Tighten the adjustment bolts on each feed ribbon drive roll bearing so that the feed ribbons start to tighten up.  IMPORTANT: There should be approx. an inch of ‘slack’ in the feed ribbons.  Feed ribbons that are too tight, and then initially shrink - will pull on the ‘rubber crowns’, and make the ‘pins’ start to slide or even tear.
-   Next, take a measurement on the left side, AND the right side, of the feed ribbon drive roll to the ‘feed table’ (rectangle piece of tubing) that the feed ribbons wrap around.  Make sure the measurement is exact on each side so you know that the feed ribbon drive roll is horizontal to the feed table.
-   Finally, keep checking the feed ribbons for the first month or two.  New feed ribbons will most likely shrink and start to tighten up.  You should make adjustments so approx. one inch of ‘slack’ remains in the feed ribbons.   		


Replacing only a few CMV SHARPER FINISH feed ribbons:

     If only replacing a few feed ribbons at a time, it is always best to remove all existing feed ribbons and take a measurement.  “Spread out” the new feed ribbons: One, (or a few), on the right side; one, (or a few), on the left side; one, (or a few), in the middle.
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